FABRICATE STAINLESS STEEL WEATHER HOOD FOR SHIELDING PRESSURE RELIEF DOOR. ATTACHMENT METHOD TO ALLOW EASY REMOVAL FOR DOOR SERVICE.

SET RELEASE PRESSURE FOR -8" WG. PROVIDE RELEASE ALARM SWITCH AT DOOR.

WIRE MESH BIRD SCREEN ACROSS ENTIRE OPENING

AIR FILTER BANK W/ WIRE MESH INLET SCREEN

INLET ASSEMBLY SUPPORTED FROM EQUIPMENT PAD

NOTE:
AIR INTAKE FILTER ASSEMBLY SHOWN FOR COORDINATION PURPOSES. ASSEMBLY TO BE PROVIDED COMPLETE BY THE STRIPPER TANK MANUFACTURER. THIS CONTRACTOR SHALL BE RESPONSIBLE FOR FABRICATION AND INSTALLATION OF WEATHER HOOD AND INSTALLATION OF RELEASE ALARM SWITCH AT PRESSURE RELIEF DOOR.

INTAKE FILTER ASSEMBLY
NTS ATTACHMENT A
28" DUCT TRANSITION FITTING
28" VOG DUCT BY CONSTRUCTION CONTRACTOR
OUTLET BOX
SERVICE PLATFORM NOT SHOWN
ISOLATION DAMPER (BY CONSTRUCTION CONTRACTOR)
AST-Y63 AIR STRIPPER TANK
EXPANSION FITTING (BY CONSTRUCTION CONTRACTOR)
DH-Y62 DEHUMIDIFICATION HEATER
HEATER PLENUM
INTAKE FILTER ASSEMBLY, SEE ATTACHMENT A

AIR STRIPPER TANK
NTS ATTACHMENT B